
Web Server
The VF-AS3 has an embedded Web
Server function, and it can be easily 
accessed and manage the operating 
condition remotely from your PC or 
Smart Phone/tablet devices.
It can be monitored by standard web
browser without any special software.

Industry 4.0 Ready / IoT
Integrated Ethernet network for
highest communication speeds.

Dual Ethernet Port
The VF-AS3 has an built-in Ethernet dual port.
Data from the application as well as external
data can be stored on a cloud server or 
transferred to other network participants 
via the Ethernet connection.

Applika�onsmakros

Wechseln Sie zwischen Industrie-,
Pumpen- und Lü�erbetrieb. 
Der escodrives S3 wird für Ihre 
Anwendung op�miert.  

 

Your Partner for Plant Engineering Components

4.0
Ready

Communication network
Built-in Ethernet and 
Modbus RTU.
Additional options:
DeviceNet®, PROFIBUS®DP, 
Profinet®, EtherCAT®, CANopen® 

Operation panel
The menu navigation is avail-
able in several languages.
The display is graphics-capa-
ble. Error messages can be 
highlighted with red background 
lighting. The settings are facilitated 
with the modern, capacitive touch wheel.

ASD Pro Software
This software can be used for 
commissioning the inverter as well as 
for setting up installations, trouble-
shooting but also for remote maintenance.
In addition to the usual connection methods, 
it is now also possible to connect the VF-AS3 via Ethernet 
and use the full range of user-friendly templates of the ASD Pro software. 

VF-AS3 - Frequency inverter
For Power Rating from 0,37 kW - 315 kW

In the power range from
0,37 kW up to 90 kW.

IP54 Model
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Dimensions and Weight Switch example (depends on model)
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Voltage signal
-10V ... +10V

Current signal
0(4)mA ... 20mA
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PLC

SW1
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Motor
contactor

PC/-

0V ... 10V or
0(4)mA ... 20mA

Voltage signal
0V ... +10V
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to

Pulse counter

Cotrol power supply
(optional)

Relay
outputs

Safety Stop
(2-channel)

Analog
output

Analog
input

P24
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Digital output/
Pulse output

R1A

R1C

RS485  2x

ETHERNET  2x

*   Height/depth specifications without additional cover
** incl. DC reactor
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4004 
PC

4007 
PC

4015 
PC

4022 
PC

4037 
PC

4055 
PC

4075 
PC

4110 
PC

4150 
PC

4185 
PC

4220 
PC

4300 
PC

4370 
PC
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PC
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PC
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PC

4110 
KPC

4132 
KPC

4160 
KPC

4200 
KPC

4220 
KPC

4280 
KPC

Applicable 
motor

[kW] 0,75 1,5 2,2 4 5,5 7,5 11 15 18,5 22 30 37 45 55 75 90 110 132 160 220 250 280 315

Output current [A] 2,2 4 5,6 9,3 12,7 16,5 23,5 31,7 39,2 46,3 61,5 74,5 88 106 145 173 211 250 302 427 481 550 616

Applicable 
motor

[kW] 0,37 0,75 1,5 2,2 4 5,5 7,5 11 15 18,5 22 30 37 45 55 75 90 110 132 160 200 220 280

Output current [A] 1,5 2,2 4 5,6 9,3 12,7 16,5 23,5 31,7 39,2 46,3 61,5 74,5 88 106 145 173 211 250 314 387 427 550

Built-
in

NEMA Type 1 Built-in optional -

Certifications CE, UL, CSA, TÜV

Functional Safety 2x STO (Safe Torque O�) acc.  IEC61800-5-2; optional: SS1, SOS, SS2, SBC, SLS, SDI

Protection class IP20 IP00

Ambient temperature -10°C … +60°C

EMC filter C2 built-in C3 built-in

DC reactor Built-in Attached

Input
3 analog Inputs: 0 - 10VDC;  -10 ... +10Vdc;  0 (4) ... 20mADC;                                                                                                                                                                                                                                                                                                                           

8 programmable digital terminals;                                                                                                                                                                                                                                                                                                                                              
Further analogue and digital inputs via optional plug-in module

Output
1x Digital/Puls: 24VDC, max. 50mA; 2x relay: 250 Vac-2 A-cosФ=1, 30Vdc-1 A ; 1x relay contact:  250 Vac-2 A-cosФ=1, 30VDC-1 A;                                                                                                                                                                                                                               

2x analog output: 0 (4) … 20mADC; 0 ... 10VDC                                                                                                                                                                                                                                                                                               
Further analogue and digital inputs via optional plug-in module

Braking resistor Built-in optional optional

Output voltage 3-ph.  380V … 480V (max. supply voltage)

Overload current rating
ND= Normal Duty (Standard applications): 120% for 60s, 135% for 2s;                                                                                                                                                                                                                                                                                                                                               

HD= Heavy Duty (Heavy Duty applications): 150% for 60s, 180% for 2s; up to 160 kW 150% for 60s, 165% for 2s 

Output frequency 0,01 … 590 Hz

  Specification VF-AS3 (Protection class IP20) 400V class

Model

ND

HD

Output voltage,                                
Voltage frequency

3-ph.  380 V … 480 V (+10% … -15%), 50/60 Hz (±5%), 
3-ph. 380 V … 440 V-50 Hz, 3-

ph. 380 V … 480 V-60 Hz (+10% … -
15%, frequency ±5%)

Model
Applicable 
motor (kW) 

at ND

Gewicht 
(kg)

VF-AS3-4004 PC 0,75 130 326 202 4,5

VF-AS3-4007 PC 1,5 130 326 202 4,5

VF-AS3-4015 PC 2,2 130 326 202 4,5

VF-AS3-4022 PC 4 130 326 202 4,6

VF-AS3-4037 PC 5,5 130 326 202 4,7

VF-AS3-4055 PC 7,5 155 391,5 231 7,7

VF-AS3-4075 PC 11 155 391,5 231 7,7

VF-AS3-4110 PC 15 195 534,5 232 13,6

VF-AS3-4150 PC 18,5 195 534,5 232 14,2

VF-AS3-4185 PC 22 195 534,5 232 14,3

VF-AS3-4220 PC 30 210 660 268 28

VF-AS3-4300 PC 37 210 660 268 28,2

VF-AS3-4370 PC 45 210 660 268 28,7

VF-AS3-4450 PC 55 265 908 313 57,5

VF-AS3-4550 PC 75 265 908 313 59

VF-AS3-4750 PC 90 265 908 313 59,5

VF-AS3-4900 PC 110 300 850 383 82

VF-AS3-4110 KPC 132 300 850 383 82

VF-AS3-4132 KPC 160 300 850 383 82

VF-AS3-4160 KPC 220 430 1190 377 110 (168)**

VF-AS3-4200 KPC 250 585 1190 377 138 (200)**

VF-AS3-4220 KPC 280 585 1190 377 140 (210)**

VF-AS3-4280 KPC 315 585 1190 377 140 (210)**

Dimensions (mm)                    
Width x Height x Depth *

400V class, 3-phase




